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Note to the Reader: Due to differing conditions, tools, and individual skills, the authors of this manual 

and Habitat for Humanity of Cabarrus assume no responsibility for any damages, losses incurred, 

deaths, or injuries suffered as a result of following the information published in this manual. Although 

this manual was created with safety as the foremost concern, every construction site and construction 

project is different. Accordingly, not all risks and hazards associated with homebuilding could be 

anticipated by the authors of this manual and Habitat for Humanity of Cabarrus. Always read and 

observe all safety precautions provided by any tool or equipment manufacturer, and always follow all 

accepted safety procedures. Because codes and regulations are subject to change, you should always 

check with authorities to ensure that your project complies with all local codes and regulations. 
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Introduction t o the Framing Section 

 
This chapter covers the framing process for exterior and interior walls.  A separate chapter is devoted to 

the process of installing the roofing including the trusses, roof covering and the gable build and install. 
 
This Section Includes 

 
Task Lists Safety Review 

Tool, Equipment and Material List  

Material Description 

Construction Details and Drawings 
 

Schedule: Framing 

 
The Framing Tasks begin with the wood floor in place, lines for the walls chalked off, and wall plates 

cut, marked and laid in place. The primary task is to construct, sheath, erect, plumb, straighten, and 

brace the exterior walls of the house. After that is completed, the next set of  framing tasks are to erect 

the interior walls of the house, plumb and bracing these. When that is all done,  the cap plates are 

installed, all corner support for the drywalls are installed,  and any miscellaneous blocking are 

completed as well as the roughing in of the porch beams. Exterior sheathing with OSB is completed, 

installation of blue board on all exterior walls and weatherstripping any wood exposed to moisture.  The 

final component is the installation of windows and doors. 

When the Framing portion of the job is finished, the house is completely ñdried-inò and ready for the 

framing inspection and all subcontractor work (roof truss installation, plumbers, electricians, HVAC, 

roofers, insulation, drywall and painting). These are all scheduled by the supervisor. 
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Framing Safety Guidelines 

Review these guidelines with each crew member at the start of the day or as they arrive on site. 

ñNO JOB IS SO IMPORTANT THAT IT CANôT BE DONE SAFELYò 

Speak up if something looks unsafe. An observer can spot danger quicker than a worker. 

Know where water & first aid kit are located. Tell the site supervisor about any injury immediately.  

 

Habitat requires safety glasses not just when using power saws, but at all times.  

Habitat requires hard hats be worn by everyone on site during framing. 

Utility knives - keep your hand out of the bladeôs path. Retract blade when not in immediate use. A 

sharp blade is safer than a dull one. Safely dispose of used blades. 

Power Saws: 

o Only crew members with power saw experience can use them. A busy work day is not the time to 

teach saw skills nor is it the time to learn saw skills. 

o Habitat requires that ear and eye protection be used when using power saws. Donôt bind the blade 

of any saw ï listen for it. Back off and re-support lumber. Keep electric cords out of the way of the 

saw and out from underfoot. 

o Donôt cross hands over to stabilize material on the miter saw. Find another way or get help. 

o Guards on saws must be in place & operating. 

Keep the entire work area, inside and out, free of trip and fall hazards. 

Keep tools not in use in your tool belt at all times. Select the correct tool for your work. Carry only 

those you need. 

Remove nails before discarding lumber. Discarded material must be placed in the designated area. 

Keep tools not in use in your tool belt at all times. Select the correct tool for your work. Carry only those 

you need. 

No loose clothing or hair that can get caught in power tools. 

Wear appropriate clothing for the task including work boots that protect from falling objects, have a 

nonskid sole & resist nail penetrations. No open toed shoes allowed. 

Tools must be in a safe condition (meet OSHA standards, i.e. no nicks in cords or missing grounding 

prongs.) 

Think & concentrate on your task.  

If you are uncertain about how to do a task, or how to operate a power tool, ask your crew leader. 

 
Additional Ladder, Scaffolding & Roof Safety 

 
¶ Use a ladder that will  reach the work. An extension ladder should reach 3 feet above the step off 

point. Move the ladder with your work. For every 4 feet of height, move the bottom of the ladder 

one foot away from the wall. Place ladders on solid footing. Block extension ladders at the top to 

prevent sideways movement. 
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¶ Scaffolding - See the site supervisor for the numerous safety requirements for scaffolding (i.e. 

using triple widths of walkboards, placing scaffolding on solid footing, and guardrail 

requirements). 

¶ Donôt leave loose objects on scaffolding, ladders or roof decks.  
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Task List - Wall Framing 

 
Tasks to Be Completed  
 

 
 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

Quality Checkpoints 
 

   Stud crowns all turned the same way 

   Bottom plates nailed with two nails between each stud and into joists. 

   Two nails on each side of door openings in bottom plates 

   Windows, doors, tees, ladder tees and corners located according to plan 

   Bathtub(s) placed inside   bathrooms 

   Bathtub completely protected with cardboard and poly 

   Exterior and interior walls plumbed, straightened and braced 

   OSB installed on exterior corners and center of long walls and nailed per specifications 

  Wall sheathing installed/check nailing pattern 

   Porch beam installed with temporary jacks if  required;  beam level and straight 

   Cap plates installed flush with top plates, joints staggered minimum of 4ô, nailed as 

directed 

       Blue board sheathing installed and all joints taped 

  All  blocking installed flush with front of studs in correct locations 

                        Blocking for bathrooms (towel bars, toothbrush holder, toilet paper holder, bathtub(s), 

medicine cabinet), attic stairs, ceiling fans 

                       All blocking installed for bath and kitchen cabinetry 

                       All  materials restacked, site cleaned, tools accounted for and put away 

 

Framing Tool, Equipment & Material List  
 

¶ Crown studs 
¶ Flash porches 
¶ Assemble exterior walls with windows and exterior doors framed and OSB 

covered 
¶ Raise and install Exterior Walls 
¶ Square and brace exterior wall corners 
¶ Install ladders on exterior walls 
¶ Set Bathtub(s) in Bathrooms & Protect 
¶ Assemble interior walls and doors framed 
¶ Raise and install interior walls 
¶ Install blocking and dead wood for drywall 

¶ Blue board sheathing on exterior 

¶ Install windows 

¶ Install second layer of Window Flashing 
¶ Install exterior doors 
¶ Flash exterior doors 
¶ Install exterior door locks 
¶ Remove all temporary bracing 
¶ Clean up Site, put away tools and equipment 
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Tools Each Framing Crew Member Will Need 

 
Hammer (16 oz. Minimum)  

Nail Apron 

Retractable Utility  Knife (With Extra Blades)  

Measuring Tape (25'  Minimum) 

Square (Speed square® or Combination)  

Two Pencils 

Safety Glasses  

Work Gloves  

Hard Hat  

Ear Protection 

Water 

 
Tools Framing Crew Will  Need on site 

 
Circular Saw (7¼" with extra blade)  

50' and 100ô Grounded Drop Cord 

30' Measuring Tape 

4' Level (& 6ô if available)  

Framing Square 

Hand Saw 

Two Chalk Boxes (Blue and Red)  

Cats Paw (Nail Puller) 

Wood Chisel 

Two Red Lumber Marking Crayons 

Hook Blades for Utility Knives (5 blades) 

Nail guns, compressor and air hoses, and proper nails for use with the nail gun 

Drop Light 

3 or 4-Way Heavy Duty Electrical Box/Splitter  

8# Sledge Hammer 

Electric Miter Saw (10" or 12")  

Reciprocating Saw (with Extra Blades)  

16' Extension Ladder 

Two 8' Step Ladders  

Two 6' Step Ladders  

Handy Bar/Crow Bar  

Nylon String (300 Yards) 

Rope 

Push-Sticks Broom  

Caulking Gun 

Saw Horses (Two Pair)  

Saw Table 

Stapler & staples  

Nail Punch 

Material List  
Lumber  

2x4s and 2x6s for the wall studs and components (for 8ô walls these are 92 5/8ò for 9 foot walls these are 

104 5/8ò) 
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Lumber for building the Porch Beams   

İò OSB (Walls) 

OSB 3/4" t&g or use 2 layers of İò OSB (for attic floor) 

2x6 fascia board for roof rafters/trusses 

2x4x12 Attic Bracing 

OSB Shims for Exterior Doors  

2x10 Attic Stair Blocking (optional) 

2x6 Attic Flooring ñjoistsò 

 
Components 

Ladder Tees (both sizes)  

Standard Tees 

Door & Window Frames  

Trusses 

Boxing Returns 
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Nails/Screws/Bolts  

16d Nails 

8d Nails  

10d Nails 

1" button caps nails for the blue board nailing 

1 ½" Siding Nails (Wall Sheathing)  

Cut Nails 

Screw Shank Vent Nails 
5/8" 8" Anchor Bolts, Washers, & Nuts  

16d Galvanized Finish Nails  

10d hurricane clip nails  

 
Other 

Approved Mending Plate (if necessary)  

Caulk (Exterior) 

Exterior Sheathing (Blue Board)  

Black Plastic Flashing 

Silver Tape Flashing  

Windows and Exterior Doors  

Flashing for Porches and Exterior Doors 

Shims (½" and tapered) 

Locks and Deadbolts  

Temporary or Permanent Steps  

Hurricane Clips 

Step Flashing 

Wall Insulation (tub)  

Vapor Barrier (tub) 

Thermoply (tub)(¼" foil sheathing)  

Bathtub Unit 

Homeowner Sign 
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Framing Material  Description 
 

Top and Bottom Wall Plates 

 

2x4s cut to length and marked off for locations of studs, tees and ladder tees, corners, window and door 

units, etc. 

 
Wall Studs 

 

2x4 92 5/8ò " or 104 5/8ò  in length and 2x6 92 5/8ò  or 104 5/8ò framing lumber which has been pre-cut 

and end trimmed 

 
Exterior /Interior  Wall Corner Posts 

For exterior corner post support:  Typically, treated 6x6 to support the porch beam. To be used on 

exterior corners. For interior corner post support:  multiple  2x4 studs nailed together that will sit in the 

pocket where the porch beam will rest. To be used on interior corners. 

 
Ladder ñTeesò 

 

Pre-built ñladdersò made of studs and ñrungsò 16" o.c., used to join two perpendicular wall sections. 

 
Regular Tees 

Three 2x4 studs nailed together to form a ñUò shaped framing member used to join two perpendicular 

wall sections (There are also 2x6 ñteesò needed for some plans) 

 
Exterior Door Frames (2 sizes) 

Pre-assembled framing units consisting of studs, jacks and headers, which are sized for each exterior 

door opening 

 
Window Frames (2 sizes) 

Pre-assembled framing units consisting of studs, jacks, headers, sills and cripples which are sized for 

each window opening 

 
Misc. 2x4 Lumber 

2x4s in 10, 12 or 14 foot lengths to be used for cap plates, fascia boards and bracing 

 
Mending Plate 

An approved metal connector used to strengthen and stiffen lumber that has been weakened or spliced. 

 
OSB Sheathing Boards 

4' by 8' by ½" oriented strand board used to sheath roofs, house corners, around doors and on the middle 

of long walls (over 40') 
Foam Insulating Sheathing (blue board)  

4' by 8' by ½" polystyrene sheathing panels  

Porch Beam Material  
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Microlam, 2x8 or 2x10 beams, and Box beams  

Bathtub Units 

Combination bathtub and shower units 

 
Hurricane Clips 

Metal Ties used to strengthen the connection between the roof trusses and the exterior walls 

 
OSB Nailing Strips 

Pieces of OSB placed between the trusses at the exterior cap plates. The top piece of siding is nailed into 

them. On the porches they also keep the insulation from falling into the soffit area. 

 
Boxing Returns 

Usually pre-made components used to return a gable overhang to a vertical surface 

 
Exterior Doors 

Steel clad doors with wood jambs and aluminum sills (36" front door and 32" rear door) 

 
Window Units 

Pre-finished window units with insulated glass and external nailing flange 

 
Shims 

Cedar or spruce shimming shingles to be used as spacers around doors, etc. 

 
Fiberglass Wall Insulation 

3 ½ò x15" un-faced batts for insulating behind the tubs 

 
Poly Film 

8' wide by 100' roll of 4 mil. poly film used as a vapor barrier on walls when insulation is not backed 

with Kraft Paper 

 
Thermoply 

¼" thick foil sheathing used as an air barrier behind the bathtub unit(s), where there is no drywall) 

 
Exterior Door Locks 

One Habitat construction lock for the front door and one homeowner lock for the rear door  

Attic Stair Blocking  

2x10x22½" block and 2x6x22½" block 

  



 

Exterior/Interior Framing Page 14 of 64     Jan 26,2021  

 

General Instructions   for Framing 

 
Habitat uses a framing package to match the drawing for the house plans. Your site supervisor will  advise 

you as to which type of house is being constructed as well as share with you the house blue prints. 

 

Key points of the house plans are: 

¶ Vinyl cedar shakes may be on the front gable 

¶ Porch beams bottoms are capped in painted aluminum material  

¶ All porches have hand and guard rails, regardless of height  

¶ Straight columns on front and rear/side  porches 

¶ Side/rear porches steps are brick. A rear wood deck may be installed with wood steps. 

¶ Porch rails and picket may be of wood or metal. 
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Construction Details - Wall Framing  

Crown Studs 
Since most 2x4 lumber is not perfectly straight (some deflection in the 3½" dimension), it is necessary to 

ñcrownò all the studs that will be used for wall framing. To crown a stud, simply sight down the length 

of the board and mark the convex side (crown side) with a red squiggle line. When the wall is being 

assembled, turn all the crowns face up.   If the crown determination is not clear, pick one side and mark 

it. 

  
 

Verify that studs are cut to length and crown them 
Confirm that wall framing material has been cut to stud length. Studs are as specified in the house plan.  

Crown the studs and stack them on the house floor.  Keep the best studs for use in the kitchen and bath 

walls.  Set aside any studs that are badly bowed or twisted as these will be used for short pieces or 

blocking.    See ñAppendixò for setting up a circular saw jig for this purpose. Another solution is to 

secure a stop block on a miter saw table 92 5/8òò from the saw blade. Taper or rabbet the stop block as 

shown in the appendix. Make test cuts before proceeding with the entire framing order. 

 

 

 

 

 

 

 

 

 

 

 

ñNO JOB IS SO IMPORTANT THAT IT CANôT BE DONE SAFELYò  

Power Saws  

¶ Only crew members with power saw experience can use them. A busy work day is 

not the time to teach saw skills nor is it the time to learn saw skills.  

¶ Habitat requires that ear and eye protection be used when using power saws.  

¶ Donôt bind the blade of any saw ï listen for it. Back off and resupport lumber.  

¶ Keep electric cords out of the way of the saw and not underfoot.  

¶ Donôt cross hands over to stabilize material on the miter saw. Find another way or 

get help. 

¶ Guards on saws must be in place & operating.  
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Flash Porches 

 
While the exterior walls are getting assembled, it is prudent that exposed wood be flashed with rubber 

flashing material at exterior doors and wherever the porches/steps will abut the band joist of the floor. 

Flashing should cover the concrete block by two inches and extend up onto the floor three inches. 

Overlap the bottom piece with another piece if the flashing is not wide enough. Use as few galvanized 

siding nails or staples  as possible to hold in place. 

 
Porches that will be back filled and concreted will need to have rubber flashing installed.  See photos below. 
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Exterior  Walls  
 

Assemble Components (based on layout on the top and bottom plates) 

Exterior Door and window headers can be cut, assembled for exterior doors and windows. Headers are 

assembled using İò foam board sandwiched between 2òx6ò nailed together using 16d common nails. 

Door and window jacks can be cut, nailed to king studs and connected with the headers 

All exterior door openings use double king studs on each side and a jack stud for the opening. Assemble 

these ahead of time. Nail these together with 16d common nails. 
 

Assemble Exterior Walls 

Make sure that the floor layout is confirmed, that the top and bottom wall plates have already been cut to 

length, stacked from one end to the other on the floor. The plates should be marked for the placement of 

studs, windows, doors components. Marks will show the locations for all the king and jack studs and 

components such as cripple studs. A final verification with the floor plan is made before assembling the 

exterior walls. 

Beginning with the longest walls first, each crew should setup the plates for the walls they are assigned 

to build. The nearer the wall is built to where it will be finally positioned, the better. 

Keep in mind that on long exterior walls the difficulty of raising such a long wall may require separating 

the length into separate sections. If possible, the separation should not be at the same location on the top 

and bottom plates.   Instead they should be offset by at least the 16ò or 32ò.   Double up studs at the plate 

section seams. 

Top plates that are in multiple pieces can break over a window header or on stud. 

Check that the crown marks on the studs are visible to insure that the crowns are facing in the same 

direction. Nail each stud with two 16d common nails through both the top and bottom plates, at the 

marks indicated on the plates. 

 

Keep studs and components flush with the plates. Likewise, nail each wall component (king, jacks and 

cripples) with two 16d common nails into all of its 2x4s. Make sure that the stud is square to the plate 

prior to nailing. 

If not already on the site, make the porch corner post components that are used to create the beam 

pocket. For a long porch beam pocket, nail together 4 post jack studs, these post jacks are shortened by 

the size of the porch beam joists.  If the beams are 2òx10ò, the post jacks are  shortened by 9.5ò. Check 

with the site supervisor to confirm these dimensions. The porch beams will bear on the top of the post 

jack studs in the beam pocket. (Cap plates are used, which is why there is a difference in the notch 

depth.) For a short porch beam pocket nail together 2 post jack studs. 

After you install all the studs, window components and door components it is time to square the exterior 

wall while it is on the floor.  Toenail the wall so it can be squared, as follows: 

a. On the bottom plate, toenail the bottom face of the bottom plate into the wooden deck with 8d nail 

approximately every 8ô. 

b. With a long tape square up the wall by making sure that the measurements diagonally are no more 

than 1/8ò off. When the wall is squared, toenail the upper plate to the deck with 3 or 4 16d duplex 

nails through the top face so the wall will not go out of square. 
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Installing OSB on exterior walls 

Before installing the OSB sheathing , add marks on  the inside of jacks that define all windows and 

doors on the top and bottom plates (3.5"side) so lines can be snapped to cut out OSB  (the height to the 

bottom of the door and window header as well as  to the top of the window sill can be marked on the 

same side of the plates). The OSB sheathing can now be nailed to the wall framing keeping the bottom 

edge of the OSB flush to the bottom of the bottom plate and flush to the starting stud outside edge. 

  OSB filler will be used to cover the  balance over the bottom rim board, extending about .5ò.  Leave 

the nailing of the OSB over the corners for after the walls are raised and in place. At the top of the wall, 

OSB filler will be used to fill in from the bottom of the cap plate into the openings where the trusses 

extend out, these are the  nailing strips between the trusses. These strips are sometimes used to provide 

blockage to keep blown in insulation from escaping from the attic space. 

 

Nails (8d) are 6-8ò on center around periphery and 12ò spacing in middle field. Always make sure 

to nail into a stud or header. OSB sheets should be separated by an 8d nail diameter since sheets 

are not 48ò wide. This is done only if there are sufficient volunteers on site to raise the wall with 

OSB on it and wall is able to be squared. There are times when it is not possible to square the wall 

because other walls constrain it. 

Below are some drawings and photos that depict the framing of the exterior and interior walls. 
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Key point to remember: 

a. Layout of walls: Exterior Walls -16ò On Center/ Interior Walls ï 16ò On Center. 

b. Studs layout should be marked so that OSB will break on stud pattern without being cut. 

c. Door Openings should be marked between inside of jack studs so that Rough Opening is 2ò 

larger than the door size (36ò door = 38ò Rough Opening). 

d. Window Openings should be marked to fall on stud pattern, if possible, and should be marked so 

that the Rough Opening between inside of jack studs is the same as the window size. ( a 

3ô0òx5ô0ò window fits in a Rough Opening of 3ô0òx5ô0ò) 

e. All  Top Plate and Bottom Plates are marked so they can easily be identify where each wall 

should be placed. 

f. Using the markings on the bottom and top plates,  install with 16D nails  all wall studs, window 

components opening , door openings components and blocking for intersecting interior walls 

(crown side up).  

g. Before you lay the OSB on the exterior walls, mark a line on the  3.5" side of the plates identify-

ing the vertical location of the openings for the doors and windows.  Make a notation of the 

header and sill height. These marks and measurements of the header and sill will be used to 

snap chalk lines and cut out the OSB to expose the opening. 

h. The OSB that covers corners of the exterior walls can be applied after the wall is raised, plumbed 

and nailed. 

i. Avoid mis-nailing the OSB into the studs. One way to address this is to snap a chalk line on the 

OSB between the bottom and top plates on center of the studs. 
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Raise Exterior Walls 

 
After all the studs and components are nailed in place and the edges of all boards are flush and checked 

by the Supervisor, the OSB is nailed on,  the wall is ready to be raised into position. With the guidance of 

a single leader, use plenty of people to raise the walls, especially long walls. Key point is to make sure 

that raising the wall is safe: 

¶ If this has not been done already, if the wall OSB will be flush with the outside of the rim board, 

measure 4ò  in from the rim board  all around the perimeter of the floor system.  If the wall OSB 

will extend over the rim board, measure 3İò in from the perimeter of the floor system.  Snap a 

chalk a line all the way around the floor (to mark where the inside of the walls will be). 

¶ Have 2x4  stakes and bracing readily available for the inside of the exterior wall. Place a 12ô stud 

on each end of the upper part of the wall section using a single 16d nail.  

¶ Raise the top plate a few inches with a flat bar and slip a scrap 2x4 under it so that volunteers can 

put their hands under the top part of the wall. It also gives you leverage to heft the wall up. 

¶ On a house with a wood floor and a crawl space we need to make sure that wall does not slip off 

the floor when it is being raised and we want it to be in position with the intersecting exterior 

wall.   To  prevent the wall from slipping off the floor, move the bottom plate of the wall to be 

flush with the chalk line on the floor, then from inside of the plate, toe nails the bottom plate into 

the floor using  8d nails every 24ò. Now when you raise the walls these nails will bend but will 

hold the wall on the line and prevent it from slipping off the floor. After the walls are braced and 

secured these nails can be removed. Another technique is to nail 2x4 braces to the outside of the 

floor (the rim board) so that it acts as a stop when the wall is raised. 

After raising the wall, position it precisely on the chalked line, taking into account not just the end of the 

wall, but the intersecting wall locations as well. The goal is to get as many intersecting walls to match 

up as possible which means the bottom plates must be brought tight to one another. On exterior walls, 

take note as to which wall goes long to the corner. 

When the crew leader is satisfied that the wall is accurately in place, it is time for the crew to ñnail itò. 

For wood floors use pairs of 16d common nails, nailing into a floor joist whenever possible.  Do not nail 

in door openings, but double nail adjacent to these openings. Make sure that there are no gaps between 

the bottom plate and the floor. 
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Plates are joined as follows: 

¶ Joints over tees or studs ï nail each plate into the tee or stud 

¶ Joints over exterior door headers- both lengths of top plate are nailed into the header over a cripple 

stud, taking care that the plates are tight to one another. Bottom plates are removed in doorways, 

so there is no need to nail there. 

¶ Joints over exterior window headers - both top plates are nailed into the header, taking care that the 

plates are tight to one another and are over a cripple stud. Joints in the bottom plate are spliced at a 

cripple or can have a scrap of 2x4 nailed over the joint. 
 

  

  
 

Square and Brace Exterior Corners 

 
Using a 4' level, check each intersecting wall at an exterior corner for plumb in each direction. Nail a 12' 

2x4 as a temporary brace to the inside of each intersecting wall, beginning at the top plate and extending 

at an angle to the bottom plate. Make sure the top of the brace does not extend more than 1½" above the 

top plate so that it does not interfere with your roof trusses. There is no need to check interior walls at this 

time. 
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After the walls are braced to the floor, now is an appropriate time to install the exterior OSB at the 

corners.   Keep in mind that the OSB is also used to tie the corners together, as illustrated in the sketch 

below. 
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Complete the installation of all exterior OSB.    Inspect for any visible nails that have been used on 

the outside OSB sheathing and have missed the studs.  These will need to be pushed back and re-

nailing will need to be done so the new nail catches the stud. 

Ladders and blocking that support intersecting interior walls can be measured, cut and installed 

on the interior of the exterior walls at this point. 

 

Use clamps at corners to tie together exterior walls. Nail the corners together with 16D common 

nails. 

 

Interior Walls  
Set Bathtub(s) in Bathrooms and Protect 

 

If the bathtubs and/or shower stalls are available, place the bathtub and/or shower stall unit(s) in the bath 

rooms before the interior walls are erected. Do not fasten in place. Cover the tub completely with 

cardboard or blue board and poly to keep scratch free throughout the building process. 
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Build the interior walls  

After the exterior walls are erected and braced, construct the interior walls. Set the top and bottom plates 

so they can be marked for stud locations including door openings. After the plates are marked, position 

wall studs, crown side up, between interior wall plates. As the wall is being assembled with top and 

bottom plates, measure and install door headers which will consist of the doubled up 2x4  plates that will 

sit on top of the door jacks. Measure and cut the cripple studs of the interior door openings that will sit 

on top of the header. Position and nail the door headers, king and jack studs.  Headers are nailed on top 

of the jacks on either side of the door. Cripples are nailed on layout between the header and the top 

plate. Cripples are measured to fit.  

 

Nail the plate to the studs using 2 16d common nails at the bottom and top plates. Be sure studs are flush 

with the plate and are perpendicular to the plates (this may not be possible if the studs are a bit twisted). 

 

Raise the interior walls into position, beginning with the longest walls (usually the hall walls). Position 

the interior walls so that the bottom plates are lined up with the chalk lines on the floor. As the interior 

wall is in position, nail the bottom plate into the floor.  If possible nail into the joists using 16d nails.  

Plumb the wall and nail it into the ladders that have been set up on the intersecting wall. Position 

intersecting walls in line with marks found on top plates above ladders and tees. (Set to the lines, the 

walls will be plumbed as a unit with exterior walls.) Donôt drive nails tight into the ladders until corners 

are plumb and square and walls are straightened. This will make adjustment easier should it be 

necessary. 

Use a 12" o.c. nailing pattern for wall intersections. 

    
 
Interior Door Framing 
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Exterior/Interior Framing Page 33 of 64     Jan 26,2021  

Cap Plates 

 
Ideally cap plates are cut and marked during layout, when top and bottom plates are marked. They can 

also be made during framing. 

 

Beginning with the exterior walls and continuing with the interior walls, cut 2x4 cap plates to fit on top 

of all the wall top plates. Overlap any inline (or splice) joints in the top plates a minimum of 4ô. Lap the 

corners and intersections in the opposite direction from the top plates. Nail cap plates to the top plate 

using 16d common nails, two at each end and two above each stud. Remember, joints in the cap plate 

and top plate CAN NOT be directly above one another and must be staggered by 4ô.   
 

Use a 2x6 cap plate to overlap the 2x4 walls when a 2x6 plumbing wall contacts 2x4 walls. Use a 2x4 

cap plate and fill over the 2x6 top plate with a 2x2 when a 2x6 is not available. 

Joints in cap and top plates cannot be directly over one another. They must be staggered by a minimum of 

4ô. 

Lap corners and intersections in the opposite direction from the top plate joints. 

Overlap in-line joints (splices) in top plates by 4ô of cap plate. Cap plate joints should fall on door or 

window headers or be centered over studs. 

If the last cap plate along a wall extends over a porch beam, it is not precut. After the house is framed and 

the porch beam is installed, the last cap plate is measured, cut and installed. 

 

Method to complete cap plate from 2òx6ò interior wall when additional 2òx6ò is not available 
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Straighten and Brace All Walls 

 
When all the exterior and interior walls have been erected, the cap plates installed, and the exterior 

corners braced, it is time to straighten the walls. Beginning with the longest exterior walls, attach a 

gauge block to the side of the cap plate at each end of the house and stretch a string line along the length 

of the house. 

Use another gauge block to check the wall against the string line at least every 10' and at each 

intersecting interior wall. Push the wall in or out to bring it in line with the string and brace it in this 

position using 12' 2x4 braces. Nail braces along each perpendicular interior wall, beginning at the top 

plate of the exterior wall and extending at an angle to the bottom plate of the interior wall. Nail into each 

stud. If  a brace is needed where there is no nearby interior wall, nail the brace to the side of a stud near 

the top of the wall (or inside a window frame) and to the side of a 2x4 block nailed to the floor. On 

concrete floors use masonry nails to secure the floor block. 

If all the interior walls were attached as marked on the plates of the exterior wall, they should be 

plumbed automatically when the exterior walls are plumbed and straightened to the string line. Some 

free standing walls may require additional bracing to hold them plumb while the trusses are being 

installed. Plumb and brace these as necessary, using the same methodology as used for the exterior walls. 

It is necessary to check interior walls for plumb. Check at a rough door opening within the wall. An un-

level floor will make it almost impossible to plumb all walls. Additionally, some walls might not be 

sitting exactly on their layout lines and plates in long walls might not be tight to one another. If all the 

walls are not brought into a plumb position when the outside walls are straightened, see the site 

supervisor for the best possible resolution. It will be necessary to take into account and prioritize such 

choices as plumb door jambs vs. soffit width consistency. 
  

 

Remove Bottom Plates at Door Openings 
 
Remove the portion of the bottom wall plate that extends into all interior and exterior door openings by 

sawing through the plate along each side of the opening with a reciprocating saw or hand saw.  
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Exterior/Interior Framing Page 37 of 64     Jan 26,2021  
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Porch Beams 
Porch Beams using 2x10 

 
The sketches below depict the beam strategy where the porch beams are configured as L shaped or as C 

shaped.  The lay out of the exterior plates should show the locations of the multiple jack studs that will 

support the porch beam.  

 

 

 

 
 



 

Exterior/Interior Framing Page 39 of 64     Jan 26,2021  
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Porches are supported by beams using the following strategy: 

Á A 2x10 load bearing beam is built on site and extends from the house wall to a perpendicular 

beam. The 2 beams are made from the two 2x10s and nailed along the width of the bottom. This 

beam sits on jack post studs in a pocket in the wall that is at least 6ò deep. The beam will have a 

top plate and a cap plate over it. Because the double up beam is 3ò thick and the cap and top 

plates are 3.5ò wide, a strip of İò OSB is used as a filler to bring out the beam to match the 3.5ò 

plates. 

 

Cut 4 wall studs short, creating jack studs, to form a pocket for the support of the end of each beam. The 

pocket  height will be equal to the size of the beams, in this case 9 1/2" measured from under the top 

plate. Attach each beam with eight 16d nails toe-nailed into the wall.  See photos below. 

To determine beam lengths for a porch, measure from the inside of the wallôs framing to the edge of the 

porch cement wall and subtract .5ò. Do this in both directions. Measuring from the inside of the wall 

takes into consideration that the beam sits on jack studs. 

Beams are held in place with temporary posts. Use temporary posts (two 2x4s nailed together) in from 

the outside corners of each porch beam to support and hold it in a level position. Apply diagonal bracing 

to each support, starting on the post and extended about 3ô out on the beam.  See the photos below. 
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Sometimes porch beams are set up in the house plans differently where the porch does not reach to either corner 

of the front of the house. It usually is an independent roof from the rest of the house. The beam pockets in that 

case intersect with the front wall and is set lower than the top of the  wall. The porch usually winds up between 

4 to 7 inches óshorterô than the house floor.  Code dictates that the step can not be more than 8.5ò to the top of 

the threshold or another step needs to be added to the porch. The porch pocket depth is 3.5ò and the beam is 

supported by 2 2x4 shortened as jack studs (to match the beam size) sandwiched between 2 king studs. 
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Boxing Returns 
These are installed after the roof trusses are in place.   Attach Boxing Returns to the bottom of the gable 

overhang (ladder framing) with 16d common nails and toe nail to the gable wall with 8d common nails. 

Set the boxing return so the bottom is flush with the bottom edge of the fascia board. Use a Speed 

square® to get it square to the house. A typical boxing return will  be 16 İò wide from the OSB. 

It is important that the boxing return be ½" shy of the edge of the porch beam framing (or 

ı" past the beamôs 1x trim). This can be calculated in advance or once the gable is hung, the boxing 

return can be built out with shims. This placement allows J-Channel to run across the porch beam on the 

front of the house and straight up the boxing return for an aesthetically pleasing siding job. 
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Lay Off for Roof Trusses 
Marks for roof trusses are typically added to the cap plates and are typically done by the truss installer. 
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Fascia Boards 

 
The roof/truss installer will install the fascia board on the outer edge of the truss bottom. 

The fascia board is a 2x4 or 2x6 nailed to the outer edge of the truss bottom chords forming a continuous 

band along the edge of the roof. The fascia boards are flush with the bottom of the roof sheathing and 

nailed to the end of each truss with two 16d common nails. All joints should occur over trusses. 

When a fascia board on the front gable joins the side wall of the larger gable, leave a space 1
/8" between 

the wall and the fascia board. This will allow room for flashing to install between the house and the end 

of the fascia board. 
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OSB Nailing Strips 

 
While the fascia board installation is in progress, it is a good time to install OSB nailing strips between 

the trusses. These strips serve the purpose of retaining blown in insulation in the attic space. If time does 

not allow for installation, store the material on site for installing at a future date. 

Cut scrap OSB sheathing strips between 22" wide by 3-½" tall to 22" wide by 6" tall. (Tall enough to 

use as a nailer, short enough to allow soffit to vent.) Count the bays, usually about forty, for an accurate 

count. Strips install between the trusses at the top of the exterior sidewalls of the house. Typically, 16" 

tall pieces, cut in widths of either 22" (between trusses), 4ô and 8ô pieces (for walls parallel to trusses) 

are for porches, where the OSB strips serve the additional role of keeping the insulation in place. (Strips 

on porches extend 12" above the cap plate and will serve as baffle boards for the insulation.) Use #8d 

nails to fasten the OSB to the cap plate. 

      Extension Ladder Setup 

  
 

ñNO JOB IS SO IMPORTANT THAT IT 

CANôT BE DONE SAFELYò 

Use a ladder that will reach the work. An 

extension ladder should reach 3 feet above 

the step off point. Move the ladder with your 

work. For every 4 feet of height, move the 

bottom of the ladder one foot away from the 

wall. Place ladders on solid footing. Block 

extension ladders at the top to prevent side- 

ways movement. 

Scaffolding - See the site supervisor for the 

numerous safety requirements for scaffolding 

(i.e. using triple widths of walkboards, 

placing scaffolding on solid footing, and 

guardrail requirements). 

Keep the entire work area, inside and out, 

free of trip and fall hazards. 
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Diagonal Bracing 

 
This work is typically handled by roof/truss installer.  A second type of bracing is a 2x4x10 that is nailed 

to the bottom or top side of the truss webbing. It is sometimes referred to as ñWind Bracingò, ñWeb 

Bracingò or ñDiagonal Bracingò. (Webbing is an integral part of the truss system used to tie the bottom 

and top truss chords together.) 

Each piece of diagonal bracing starts at the top of the gable and runs down the webbings at a 45- degree 

diagonal, ending near the bottom chord and spanning at least four trusses. Each side of the truss receives 

this bracing at each end of the house for a total of 4 boards (plus those in the center of a house for those 

with three gable trusses). Be careful that it does not interfere with the disappearing attic stair opening or 

the attic floor. (See house plan for stair location.) 

It is important to have a strong tie between the interior trusses and the gable. To do this, connect the 

gable truss to the first interior truss near the peak by using a 2x4 approximately 26" long securely nailed 

to the underneath side of both top chords. Proceed with diagonal bracing starting on the first interior 

truss. 
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Attic Floor  (Optional) 
The attic flooring consists of 6 pieces of 3/4" tongue and groove 4ôx8' OSB (or doubled İò OSB) 

sheathing supported by 2"x6"x10ô framing. The floored attic area is installed in the center of the house. 

It takes thirteen 2x6ôs to create joists for 24ô of attic floor. The joists are nailed on each end to the truss 

webbing with four 16d common nails and they are supported by the bottom chord truss bracing. 

In the attic access bay, add a block to support the floor at the landing. 

After the attic floor framing is installed, cover the area with 3/4" t&g OSB sheathing (or doubled İò 

OSB). Install 4ôx8ô pieces of OSB with the long edge perpendicular to the trusses. Add a ripped strip to 

complete the floor. Nail the sheathing in place using 8d common nails at 8" o.c. on the edges and 12" 

o.c. in the interior. 

Note: Check with the truss manufacturer before installing attic floors. 
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Hurricane Clips 

 
This is typically done by the roofing/truss installer.  One hurricane clip is used to tie each end of each 

truss to the top plate. Use 10d joist hanger nails for this job. Position the clips high enough to avoid 

interfering with the drywall installation. By manufactureôs specifications, each hole requires a nail. 
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Blue Board Sheathing on Exterior  

Nail foam sheathing to the outside of all exterior walls using 1 Ĳògalvanized cap nails spaced every 12" 

along each stud. Use full  sheets whenever possible, extending over any window or door openings. (These 

areas are easily cut out later with a utility knife.) The wall studs should have been laid-out so that the 

edges of the sheathing panels will fall on the middle of a stud when the panels are laid out from back to 

front for the side walls and from left to right for the end walls. If necessary, add cripples to window 

components continuing at 16" o.c. for blue board support. 

 
 

Tape all seams with 3ò WeathermateÊ Construction tape. 
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Blocking 
 

Intersecting walls blocking 

Install 2x4 blocking wherever two interior walls intersect and there is no stud at the point of intersection. 

Place the 2x4 blocking with the wide side flush with the interior surface of the studs of the wall being 

intersected and the top edge 50ò off the floor. HAND NAIL with two 16d nails or two 2İò deck screws 

through the side of each stud into the ends of the 2x4 blocking. 
 

Attic Blocking 

Blocking for the attic opening consists of one 2x10 (hinge side) and one 2x4 (each 22½" long) which are 

nailed between two adjacent bottom chords of the roof trusses, creating a box in which the attic stairway 

can be installed. The rough opening needed for the stairway is 22½"x54". See floor plan for location. 

Baffle boards should be installed in order to keep the insulation in the attic. With scrap 2x4s, block all 

edges of the OSB flooring at the top of stairs paying particular attention to the landing. 

  

 

 
 

Attic  Access 

In certain situations an attic access is provided with a simple opening that will support a plywood panel 

that can be pushed up to gain access into the attic. The opening is typically 24ò  long and the width is 

measured between the 2 trusses.  The inside of the opening is extended into the attic to block the attic 

insulation of 8ò.  See the photos below: 
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Bathroom Blocking 

Center 2x4 blocks at 54" above the floor on all bathroom walls but not behind the tub. Put blocking for 

the toilet paper dispenser centered at 24" above the floor. The toothbrush/soap dish will be installed at 

40" above the floor. 
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Kitchen Blocking 

 
Check with the cabinet plan and install 2x4 blocking  for the wall cabinet centered at 54ò and  84ò from 

the floor for the standard 30ò high wall cabinets. 2x4 blocking should also be installed centered at 34" 

up from the floor for the base cabinets. 

   
 

  



 

Exterior/Interior Framing Page 54 of 64     Jan 26,2021  

Short walls for open kitchen style 
 

Short walls that accommodate the open concept to support the kitchen sink base cabinets, dishwasher 

and a bar stool height countertop are erected with a top and bottom plate that are 42ò in height. With a 

1ò counter top above this wall the height rises to about 43ò.   The figure below illustrates the typical bar 

height guides.    These short walls will also accommodate horizontally placed electrical outlets above the 

sink countertop. 
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Kitchen Cabinet Blocking Guidelines: 

 
1. Measure and mark block locations on the 

studs ï having the kitchen cabinet plan is 

very beneficial. In general, use a 2x4 spare 

stud as a story pole for your marks.  For 

standard wall  cabinets, make a mark on the 

story pole at  84ò  and at 54ò.  For the base 

cabinet, make a mark at 34ò. All these will 

be the center line. 

2. Measure the spacing between the studs and 

write them down. Writing them on a cut list, 

on the blocks and on the bottom plate will 

help with their placement.   Nail the cut blocks of 2x4 into the wall system according to the previ-

ously marked locations, trying to keep blocking flush with the inside edge of studs. Use a small tor-

pedo level to make sure the blocks are level. 

 

 

Linen Closet & Pantry Blocking 

  
1. Measure and mark block locations, at center-

line, at 39ò, 55ò and 71ò for linen closet and 

35ò, 49ò and 63ò for Pantry. 

2. Measure the spacing between the studs and 

write them down. Writing them on a cut list, on 

the blocks and on the bottom plate will help 

with their placement.   Nail the cut blocks of 

2x4 into the wall system according to the previ-

ously marked locations, trying to keep blocking 

flush with the inside edge of studs. Use a small 

torpedo level to make sure the blocks are level. 
 

 

 

Closet & Laundry Room Blocking 

  
1. Measure and mark block locations, at center-

line, at 65ò for closet and 57ò for laundry room. 

2. Measure the spacing between the studs and 

write them down. Writing them on a cut list, on 

the blocks and on the bottom plate will help 

with their placement.   Nail the cut blocks of 

2x4 into the wall system according to the previ-

ously marked locations, trying to keep blocking 

flush with the inside edge of studs. Use a small 

torpedo level to make sure the blocks are level. 
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Deadwood for Drywall 

 
As necessary, install deadwood on walls that are parallel with the trusses. Deadwood is needed only 

where there is a gap between the wall and truss. 
 

 
 

 
Gable Deadwood 

On walls that receive a gable truss, install a row of solid deadwood (full  lengths of 2x4  or 2x6) that will 

fit tight against the bottom chord of the gable truss once it is installed. Leave room for the gable by 

positioning the deadwood in 1 ½" from the outside of the cap plate by using a 12" scrap of 2x4 turned on 

edge. Nail the deadwood securely to the cap plate above each stud using 16d nails.  
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Windows installation preparation 
Windows are installed after the exterior blue board has been installed.  Windows require two layers of flashing. 

The first is an approved sealant membrane installed after framing for the window but before the window 

is installed. The second layer is waterproof membrane tape installed on the exterior of the window after 

the window is in place. 

Before the windows are installed, install flashing using roofing felt or black plastic, cut into 12" wide 

strips. Flashing is installed first on the bottom, then the sides, and finally on top of the window opening. 

The flashing should be miter cut in the corners and each piece folded into the windowôs opening, 

completely covering the framing. Cut the flashing so that the vertical pieces overlap the corners of the 

jamb. 

Beginning below the window, nail a strip of flashing across the width of the window, extending 

approximately 9" beyond on each side. Nail with siding nails in the jamb area. The purpose of this 

flashing is to keep water off the window framing. 
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Window Installation  

 

The windows are sized to fit into the frame openings. Check the fit before applying caulk to the flange. 

Use a liberal or double bead of caulk under the nailing flange. (If the window must be removed and 

repositioned, apply a fresh bead of caulk.) 

Attach each window by nailing through the nailing flange approximately every 8" around the window. 

(Use 1½" or 2" galvanized siding nails.) Install the window plumb and level, and equally spaced 

between the sides of the rough opening. 

The window can sit directly on a level sill. If  it is not level, plumb and level the window as you work. 

The easiest way to do this is for two crew members, one on each side of the window, to position the 

window in the opening from the outside. The third member of the crew, standing inside the house, can 

hold the window while one of the outside crew members plumbs it using a 4' level and another nails it in 

place. Finish nailing the window securely to the house being careful not to bend or dent the flange. 

Remove any nails that do not hit solid wood. 

To prevent air infiltration, run another heavy bead of caulk, this time between the black plastic and the 

wall sheathing. Apply it near the edge of the plastic will  help hold the plastic in place. 

On double windows, plumb the first window but then use a tape measure to set the second one parallel 

to the first. 
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Flash Windows with Flashing Tape 

 

After the window is installed, a second layer of flashing is installed at the top. Apply a strip of silver 

flashing tape or black plastic covering the nailing flange and extending over the side 
 

 

Exterior Doors 
Exterior metal doors are complete, pre-hung units which are sized to fit easily into the frame openings. 

First, remove any packing materials around the door unit, and any temporary wood strips nailed across 

the bottom of the door frame. Without removing the nails or aluminum clips that hold the door in the 

door frame, position the door in the opening to make sure it will  fit.  

 

Check to make sure that the top of the door unit is not more than 1" below the header. If necessary, 

remove the unit and install additional blocking. 

Typically door panels are secured to the frame for shipping. Remove the shipping nails by opening the 

door and pulling the nails. If  a clip is used, it can be removed after the door is installed. 

¶ Make sure the metal or rubber flashing has been installed on all wood floor houses. Caulk heavily 

under the threshold. 

¶ If  the hinge side of the opening is plumb, the door can be placed directly against this side. If not, use 

shims and a 4' level to plumb the hinge side. 

¶ Tack a 16d galvanized finish nail through the exterior (brick) molding near the upper corner on the 

hinge side. (Leave the head of the nail exposed.) Before driving any more nails, check the margin 

(space between the door and the jamb) at the top of the door from the inside. 

¶ Re-check for plumb and raise either the hinge side or lock side jamb so that the margin is the same 

across the top of the door. The door sweep should close snuggly but smoothly and should not bind 

on the threshold. (An unlevel floor can be the cause of binding.) 

¶ Tack a 16d galvanized finish nail near the bottom of the brick molding on the same side. Verify that 

the door hits the weather strip around the entire perimeter of the door. If  the wall is not plumb across 

the plane of the rough opening, it will  not contact the weather-strip, and will need to be adjusted. 

Consult the site supervisor for troubleshooting if this should occur. 

¶ Finish nailing the door securely to the frame of the house using 16d galvanized finish nails 

(approximately 16" apart) around the edge of the brick mold. Use a nail set to countersink the 












